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On Site Pumping

Support

Euroflo is a leading supplier of high quality site pumps
for hire and sale. Our range of pumps is specifically
designed for tough site conditions. Many of our pumps
can be found in a wide variety of environments including
construction, quarries, marine, civil engineering, tunnels,
mines and power.

We have a large rental fleet, including diesel and electric

surface pumps, hydraulic pumps and heavy-duty electric

submersible pumps available for fast delivery. We offer a

24-7 response service backed up by large inventories and
rental fleet, which includes, pumps, pipework and control
equipment.

Euroflo have a dedicated team of qualified and highly
experienced staff ready to help you with any query you
might have from casual pumping to complete projects.
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Euroflo 3 Inch Pump

Key Points

High Productivity ]

I 171 Days with No Refills ]

I Typical Application, Water & Drainage ]

The 3 Inch Super Silent Pump is the smallest of H (m)
the Euroflo range. This high performance pump is
generally used in water and drainage applications. 25:0
This particular pump will deliver a flow rate of
32 litres per second and is extremely quiet with 200
noise levels at 53db(A) with running time of 10 \\
265 hours. ' \
Ideal Applications 10.0 \
S|Udge Utilities 50 \
Slurry Civil engineering
Clean and dirty water Waste water
0.0 5 10 15 20 25 30 35Ql/s

Suction / discharge 75mm

¥

L

Pump Type Solids Handling

",, . Maximum Flow 32l/sec @ 5m
> Max Head 25m

Solids free-passage 60mm

Max Suction Lift 8.5m

Fuel Tank Capacity 160 L

Fuel Consumption 0.61/h

Max Running Time 265 h

Dimensions L X W x H, mm 1167 x 1050 x 1300

o Weight 860 kg
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Euroflo 4 Inch Pump

Key Points

I Low Fuel Consumption

I 7 Days No Refills

I Low Carbon Footprint

H (m) The 4 Inch Super Silent Pump is the most popular
of the Euroflo pump range. This high performance
25.0 pump is generally used in civil engineering
applications, sewer over pumping with large solid
20.0 handling capacity. This particular pump will deliver a
150 flow rate of 52 litres per second and is extremely
' quiet with noise levels at 53db(A) with running
10.0 time of 180 hours.
o Ideal Applications
Sludge Civil engineering
Sewage Waste water
0.0 10 20 30 40 50 60 Ql/s Slurry Over pumping
Clean and dirty water Site dewatering
‘ Utilities

Suction / discharge 4”-100mm <

Pump Type Solids Handling ;t

Maximum Flow 52 |/sec @ 5m "', » *
Max Head 22m S
Solids free-passage 75mm

Max Suction Lift 8.5m

Fuel Tank Capacity 180 L

Fuel Consumption 11/h

Max Running Time 180 h

Dimensions L X W x H, mm 2205 x 1050 x 1385

Weight 1365 kg
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Euroflo 6 Inch Pump

Key Points -

I 3 Days No Refills

I Low Fuel Consumption

I Market Leader in Sewage Handling

The 6 Inch Super Silent Pump is the market leader H (m)
in sewage handling. This high performance pump
is generally used in sewer over pumping, civil 25:0
engineering applications, and well point dewatering.
This particular pump will deliver a flow rate of 200
100 litres per second and is extremely quiet with 150
noise levels at 53db(A) with running time of '
80 hours. 100
Ideal Applications o
Sewage Slurry
Bentonite Clean and dirty water
Well point Dewatering Civil engineering 0.0 20 40 60 80 100 120 Ql/s
Sludge Site dewatering

Silt

& Suction / discharge 150mm
i— Pump Type Solids Handling
"r,, Maximum Flow 115 1/sec @ 5m
Max Head 30m
Solids free-passage 100mm
Priming System Oil-free Diaphragm
Max Suction Lift 85m
Fuel Tank Capacity 180 L
Fuel Consumption 2.41/h
Max Running Time 80 h

Dimensions L x W x H, mm 2205 x 1050 x 1385
a Weight 1530 kg
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Euroflo 8 Inch Pump

Key Points

I Lowest Fuel Consumption on the Market

I 4.5 Days No Refills

I Huge Performance Benefits (235l/5)

H (m) The 8 Inch Super Silent Pump has the lowest fuel
consumption on the market. This high performance
25.0 pump can be used in practically all civil engineering
and pumping applications. This particular pump will
20.0 deliver a flow rate of 235 litres per second and is
. extremely quiet with noise levels at 60db(A) with
' running time of 110 hours.
10.0
i Ideal Applications
Sewage Civil engineering
Sludge Site dewatering
0.0 50 100 150 200 250 Ql/s Slurry Silt
Clean and dirty water Quarries

Suction / discharge 200mm

7

Pump Type Solids Handling ;‘

Maximum Flow 235 1/sec @ 5m :’,,

Max Head 35m I'l"ulg \.“«\\
Solids free-passage 100mm

Priming System Oil-free Diaphragm

Max Suction Lift 85m

Fuel Tank Capacity 420L

Fuel Consumption 3.6L/h

Max Running Time 110 h

Dimensions L X W x H, mm 3155 x 1265 x 1630

Weight 2150 kg a
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Ancillaries

Euroflo offer a full range of ancillaries, which include, hoses, fittings, water settlement tanks and hose ramps.

3

hose strainer y piece reducer elbow

flow meters telemetry water settlement tanks hose ramps

Pump Accessories

In addition to our Super Silent pumps we are also able to offer a range of essential pump accessories, including durable,
reinforced pump hoses and quick release pump couplings.

The table below shows the availability of different pump accessories.

90/45” Rubber Wired Armoured Suction Hose .
(with lever-lock couplings) GP Fine Sewage Lever-Lock
5 Strainer Strainer Strainer Elbows
Size 3m 6m
3” v v/ v v v/
4" v v v v v
6" v v/ v v v/
8" v/ v v v v

a
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Well Point Dewatering

A wellpoint dewatering system is the most versatile form
of lowering water levels in excavations, creating a dry
and stable working environment. This method is capable
of dealing with a wide variety of ground conditions,
particularly suited to non-cohesive soils.

The wellpoints are usually installed using a jetting tube and
pump. The two combined are a rapid and cost effective
method of installing disposable wellpoints; the use of filters
reduces undermining and produces clean discharge water,
this system can be designed to suit most excavations.

Euroflo offer a full design and installation of well point
dewatering systems and our experienced team of design
and installation engineers can advise on all aspects of
dewatering.

The well point system is suitable for many types of civil
works such as:

Excavations for basements and foundations of Buildings
Foundations of Bridges & Underground tanks

Laying of deep sewer lines

Excavations and lining works for canals and channels etc
Cofferdams

Sub-ways (Tube Railway etc.)

Reclamation of land

Water supply

Excavations for basements and foundations of Buildings
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DeSilta

AVAILABLE
FOR HIRE NOW

DeSilta

Removes suspended solids in seconds

Low operating costs

Low maintenance

Easy to install

No filters or moving parts

Cannot be hydraulically overloaded

Weighs less than 100 kg

Separate underflow tray and over weir available

Can be used on an incline
Treats 40m3 per hour
Removes particles from 3mm to 10pm

Removes suspended solids & a proportion of
particles smaller than 12 microns

MORRISONE=VE
Utility Services

The DeSilta works better than anything else we have tried on todays
market, its portable, easy to clean and maintenance free

Karl Gatcum - Sub Station Site Manager (Renewable Energy) Morrison Utility Services
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o Hotline

Wexford Place, Lucks Lane, Paddock Wood, Kent, TN12 6PA
Tel: 0800 111 4980 Fax: 01892 830 858

reland offce 0800 111 4980

Unit F1, Clonlara Road, Baldonnell Business Park, Baldonnell, Dublin 22.

Tel: 0035314105730 www.euroflo.com

Ireland Logistics

Block 505, Grants Drive, Greenogue Industrial Estate,
Rathcoole, Co Dublin

locations
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